
46" K IO S K 55" K IO S K 70" K IO S K 82" K IO S K

BM K-4631 BM K-5531 BM K-7031 BM K-8231

S ize (D iagonal) 46inch TFT-LC D  panel (D ID  Sam sung m ade) 55inch TFT-LC D  panel (D ID  Sam sung m ade) 70inch TFT-LC D  panel (D ID  Sam sung m ade) 82inch TFT-LC D  panel (D ID  Sam sung m ade)

R esolution 1920 x 1080 pixels

B rightness 700 cd/m 2 600 cd/m 2 600 cd/m 2

C ontrast ratio 3000:1 2000:1

V iew ing angles 178° / 178° (H orizontal / Vertical)

Pow der coated N C T m etal housing

Tem pered glass - The w hole front surface (w /o Touch) Tem pered glass or O ptical Acrylic Tem pered glass or O ptical Acrylic 

C PU  : Intel Pentium  G 630 Processor (2.70 G H z, 3 M B)

M em ory : 4G B (D D R 3 1333 M H z/4G B x 1)

H D D  : 500G B (7200rpm  S-ATA2)

LAN  : 1G bps

O S : W indow s® 7 H om e Prem ium  (32-bit)

AC  Pow er, LAN  port, U SB port, PC  reset button

200W att, Free voltage(AC 85V ~AC 243V) 300W att, Free voltage(AC 85V ~AC 243V) 700W att, Free voltage(AC 85V ~AC 243V) 950W att, Free voltage(AC 85V ~AC 243V)

"A " Type 650(25.6) x 150(5.9) x 1930(76)m m (inch) 770(30.3) x 200(7.9) x 2230(87.8)m m (inch) 1100(43.3) x 200(7.9) x 2500(98.5)m m (inch) 1250(49.2) x 300(11.8) x 2700(106.3)m m (inch)

"B " Type 650(25.6) x 150(5.9) x 2050(80.7)m m (inch) 770(30.3) x 200(7.9) x 2350(92.5)m m (inch) 1100(43.3) x 200(7.9) x 2650(104.3)m m (inch) 1250(49.2) x 300(11.8) x 2850(112.2)m m (inch)

"C " Type 650(25.6) x 150(5.9) x 1930(76)m m (inch) 770(30.3) x 200(7.9) x 2230(87.8)m m (inch) 1100(43.3) x 200(7.9) x 2500(98.5)m m (inch) -

approx. 70Kg (165 lbs) approx. 85Kg (188 lbs) approx. 130Kg (287 lbs) approx. 130Kg (287 lbs)

Internal FAN s

0°C  ~ 45°C

10%  ~ 85%

Touch screen 46inch IR  Touch including Tem pered glass 55inch IR  Touch including Tem pered glass 70inch IR  Touch including Tem pered glass 82inch IR  Touch including Tem pered glass

M otion sensor IR  sensor

Therm al printer

D irect therm al printer, 120m m /sec(print speed),

Therm al paper : 60m m (w idth) / 0.1m m (thickness) /

100m m (roll diam eter)

S peaker 10W  x 2 w ith volum e adjustable Am p

W ebcam 5 M ega pixel U SB type

N FC External type N FC  m odule

O perating H um idity

O ptions

Input panel

P ow er consum ption (Typical)

O verall

P hysical

D im ensions

(W  x D  x H )

K IO S K  W eight per U nit

V entilation

O perating Tem perature

S pec C ategory

M odel N um ber

S creen

H ousing M aterials

E m bedded P C  

Specification table 

○ High Visibility of Screen :

High brightness (600 to 700cd/m2)

Wide viewing angle (178 /178 )

○ High Reliability of KIOSK :

TFT-LCD panel - DID exclusive use   
Exclusive parts for operating 20hrs/day
Tempered glass
Powder painted NCT body & framework

○ Easy & Effective Management :

Integrated Remote Network control programs 

CMS(Contents Management Software) and
KMS(KIOSK Management Software)

○ Diversity of Options :

Touch screen, Motion sensor, body Color, 
Logo print, Speaker, Webcam, Thermal
printer, NFC, etc.A type

B type

C type

Information KIOSK System

Indoor Solution
Main Features


